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ENVELOPE COMPONENT METHOD         (Part 1 of 2)       ENV-2-C 
PROJECT NAME DATE
  
WINDOW AREA CALCULATION 

A. DISPLAY PERIMETER  FT × 6 FT = SF DISPLAY AREA 

B. GROSS EXTERIOR WALL AREA 
 

SF × 0.40 = SF 40%  of GROSS EXTERIOR 
WALL AREA 

C. ENTER LARGER OF A OR B   SF MAXIMUM STANDARD AREA 

D. ENTER PROPOSED WINDOW AREA   SF PROPOSED WINDOW AREA 

If the PROPOSED WINDOW AREA is greater than the MAXIMUM STANDARD AREA then the envelope component method may not be used. 

E. WINDOW WALL RATIO = Proposed Window Area Divided by Gross Exterior Wall Area =   

F. WEST DISPLAY PERIMETER  FT × 6 FT = SF WEST DISPLAY AREA 

G. WEST EXTERIOR WALL AREA  SF × 0.40 = SF 
40% of WEST EXTERIOR WALL 
AREA 

H. ENTER THE LARGER OF F AND G   SF MAXIMUM STANDARD WEST 
AREA 

I. ENTER PROPOSED WEST WINDOW AREA  SF PROPOSED WEST WINDOW 
AREA 

If the PROPOSED WEST WINDOW AREA is greater than the MAXIMUM STANDARD WEST AREA then the envelope component method may not 
b d

J. WEST WINDOW WALL RATIO = Proposed West Window Area Divided by West Exterior Wall Area =   

SKYLIGHT AREA CALCULATION 

A.  ATRIUM or SKYLIGHT HEIGHT FT   

 GROSS ROOF 
AREA 

 STANDARD 
ALLOWED 

SKYLIGHT AREA 
 

B.  IF Atrium/Skylight Height in A ≤ 55 FT     SF × 0.05 = SF  

C.  IF Height in A > 55 FT  SF × 0.10 = SF  

D.  PROPOSED SKYLIGHT AREA   SF  

If the PROPOSD SKYLIGHT AREA is greater than the STANDARD ALLOWED SKYLIGHT AREA then the envelope component 
method may not be used. 

SKYLIGHTS 
SKYLIGHT NAME  SKYLIGHT GLAZING  U-FACTOR SOLAR HEAT GAIN COEFFICIENT 

(e.g., Sky-1, Sky-2)  

 
With 
Curb 

 
With No 

Curb 

 
Plastic 

 
# OF 

PANES PROPOSED ALLOWED PROPOSED ALLOWED 
          

          

          

          

          

          

          

          

 

RELOCATABLE PUBLIC SCHOOL BUILDINGS - See §143(a)8 in the Energy Standards 

 For Specific Climate Zone, use Table 
143-A - Prescriptive Envelope Criteria. 

 Specific Climate Zone Metal Identification Label – Place two labels on each 
relocatable building and indicate on the building plans. 

 For Any (All) Climate Zone, use Table  
143-C - Prescriptive Envelope Criteria. 

 Any (All) Climate Zone Metal Identification Label - Place two labels on each 
relocatable building and indicate on the building plans. 
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ENVELOPE COMPONENT METHOD         (Part 2 of 2)        ENV-2-C 
PROJECT NAME DATE
  

COOL ROOFS - LOW-SLOPED - See Section 3.4 in the NRM and §118(i)3 and §143(a)1 in the Energy Standards for further 
description about exterior roofs and mandatory requirements for Cool Roofs. 

  CHECK APPLICABLE BOXES 
 Option 1- Tested - Initial Thermal Emittance ≥ 0.75 and Intial Solar Reflectance ≥ 0.70 

Proposed emittance and reflectance must be ≥ the 
standard when tested with CRRC-1. Proposed Standard  

1. Enter proposed initial thermal emittance, εinitial  ≥ 0.75 If proposed ≥ to the Standard then it complies. 

2. Enter the proposed initial solar reflectance, ρinitial  ≥ 0.70      If proposed ≥ to the Standard then it complies. 

3. When applying Liquid Field Applied Coatings, the coating must be applied with a minimum dry mil thickness of 20 mils across the 
entire roof surface and meet minimum performance requirements listed in §118(i)3 and Table 118-C.  Select the applicable coating: 

 Aluminum-Pigmented Asphalt  
Roof Coating 

 Cement-Based 
Roof Coating   Other _______________________________________________ 

 Option 2 - CRRC-1 Tested - Initial Thermal Emittance < 0.75 
Proposed initial thermal emittance < 0.75 when tested 
with CRRC-1. Proposed Standard  

1. Enter proposed initial thermal emittance, εinitial  < 0.75 Go to line 2. Insert εinitial 
 value in calculation. 

2. Enter the initial solar reflectance, ρinitial   0.70 + [0.34 X (0.75 - εinitial)] 
Standard 

ρinitial =  

3. To apply Liquid Field Applied Coatings, the coating must be applied with a minimum dry mil thickness of 20 mils across the entire 
roof surface and meet minimum performance requirements listed in §118(i)3 and Table 118-C.  Select the applicable coating: 

 Aluminum-Pigmented Asphalt  
Roof Coating 

 Cement-Based 
Roof Coating  Other _______________________________________________ 

  CRRC-1 Label Attached to Submittal  
(Note if no CRRC-1 label is available, this compliance method can not be used). 
OPAQUE SURFACES   

ASSEMBLY NAME  TYPE    INSULATION R-VALUE* ASSEMBLY U-FACTOR* 

(e.g. Roof-1, Wall-1, 
Floor-, Soffits, etc…)  

(e.g. Roof, Wall, 
Floor, demising, 

etc…)  
HEAT 

CAPACITY  PROPOSED
MINIMUM 
ALLOWED PROPOSED 

Joint  
Appendix IV REF 

MAXIMUM  
ALLOWED 

            

            

            

            

            

            

* For each assembly type, meet the minimum insulation R-value or the maximum assembly U-factor. 
WINDOWS  

  ORIENTATION  Fenestration      
WINDOW NAME       U-FACTOR # OF Fen. PROPOSED RSHG PROP. ALLOWED

(e.g., Window-1, Window-2)  N E S W  PROP. ALLOW. PANES SHGC* H V H/V OHF RSHG RSHG 
                 

                 

                 

                 

                 

 
* From Fenestration Surfaces ENV-1-C, Part 2, Column G, or when Column H has a “C” identifier, calculate using the center of glass value SHGCc  in 
SHGCFEN = .08 + (.86 x SHGCc) and enter value.   

npena
Line
New Text

npena
Note
New text wadded to the form - see between red arrows.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




